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40W Canopy Light

Ideal for parking structures, canopy, pool areas and more.
Suitable for damp/wet locations or wherever a high impact-resistant fixture is required

Hinged mounting plate
for quick installation

White powder-coat 1/2" NPT Conduit
finish Connection

Internal dimmable

microwave motion Built-in surge
sensor optional protector
ordered separately O-10V High impact
dimmable driver polycarbonate lens

Motion Sensor (MC601V) ordered separately.
347V available: CP40W-40K-WH-347V
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Product # CP40W-40K-WH

TECHNICAL DATA
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LIGHT SPECIFICATIONS ELECTRICAL
Lumens 4,464 Im Wattage 40W
Efficacy 114 Im/W Voltage 100-277V
CCT 4000K Power factor 0.90
CRI 80 THD 15%
Beam angle 120° Operating temp -40 to 40° C
Rated hours (L70) 50,000
V\/arran’[y 5-year CONSTRUCTION
Dimmable 0-10V Housing Alluminum alloy
Finish Powder-coat
APPROVALS AND LISTINGS
Colour White
cuUL E482965
IP rating IP65
DLC Premium PLX7P5AE5QAJ
Weight 2.75lbs
ILLUMINANCE AT A DISTANCE Carton gty 6
Tluminance at a Distance _
Center Beam fc : Bearn Width DIMENSIONS
il 2.35fc 13400t 80.7F
i 0.59 fc 268.1 ft “161.5Ft
- 0.26 fc 402.1ft 2422 Ft
iR 0.15 fc 5362t 323.0R
e 0.09 fc 670.2ft 403.7ft
i 0.07 fc 804.2ft 484.5F

M vert, Spread: 151.5°
M Horiz, Spread: 134.3°

203 mm

ISOCANDELA PLOT

IsoCandela Plot
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MOUNTING OPTIONS
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ACCESSORIES (ordered separately)

W Cd: 945, 90% Cd: 420, 0%
5 Cd: 767, 75% W Cd: 315, 30% , .
Cd: 630, 60% Cd: 210, 20% MC601V Microwave Motion
W Cd: 525, 50% W Cd: 105, 10%
-~ Paint of Max Cdi 1,049,9 Sensor
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